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DW Guillotine
PIPE CUTTER

It won't cost 
you an 

Arm & Leg!

Only the diamond wire cutting media 
penetrates the pipe so binding is 
not an issue when cutting pipelines 
with compressive loads.

Motion of cutting media is limited by 
mechanical devices enclosed in the 
stainless steel housing, protecting 
the operator and preventing any 
uncontrolled movement of the tool.

FEATURES

 • Easy Operation and Setup of a 
Guillotine Saw with the cutting power 
of a Diamond Wire Saw

 • Saw does all the work
 • Reduces operator fatigue
 • Less excavation required than 
traditional saws

 • Mounts directly to pipe or beam for 
clean cuts

 • Does not bind like traditional saws
 • Cuts pipe and bar 4in-16in (100-400DN)
 • Diamond Wire quickly cuts through a 
variety of materials including Steel, 
Ductile and Cast Iron

STANDARD EQUIPMENT

 • (1) Hydraulic Diamond Wire Guillotine
 • (1) High density diamond wire 
loop assembly

 • (1) Shipping and Storage crate
 • (1) Spray coolant and washdown system



All dimensions shown for pipe diameters are US nominal diameters in inches, plus metric nominal diameters (DN) in 
parenthesis. Tubing and solid diameters if shown are actual US inches plus metric millimeter equivalents.
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DW Guillotine
PIPE CUTTER

STATE OF THE ART

 • Load-sensing feature increases wire life
 • Feed pressure indicator shows 
stress on wire during operation

 • Hand grips for two person mounting
 • Single person operation
 • Lightweight durable construction
 • User replaceable clamp contact pads 
and wheel inserts

 • Connects directly to Wachs TM-7 
or standard HPU

 • Mounts vertically or horizontally

WARRANTY

E.H. Wachs machine tools and their 
associated parts are warranted 
against defects in materials and 
workmanship for a period of twelve 
months from the date of purchase. 
E.H. Wachs expressly reserves the 
right to repair or replace only those 
parts which prove to have been 
defective at the time of purchase. 
This warranty becomes void if 
maximum flow and pressure ratings 
are exceeded.

SPECIFICATIONS
Cutting Wire: 
Quick change continuous loop diamond 
wire cutting element

Drive Options: 
Hydraulic drive: HTMA class II 
8 GPM @ 2000 psi (30 LPM @ 137.9 bar)

Machine Capacity: 
Cold cuts all pipe material

Feed Rate: 
Variable based on workpiece material 
and density

Installation Method: 
Standard mounting strap

Controls: 
Single crank, manual feed; Motor on-off

Construction: 
Aluminum and Stainless Steel

Clamping Pads: 
User replaceable crush resistant nylon 
clamping pads

Included Accessories: 
Operating manual

Finish: 
Natural Satin

Feed pressure indicator shows wire stress 
and tolerance during operation

Cutter feed motion is controlled by a feed 
screw and crank handle on top of the tool.

A nylon ratchet strap quickly secures the tool to 
the workpiece preventing slippage and movement

Dry Weight: 75 lbs (34 kgs)


